
XTC Grounding Kit 

Audio XTC Inc. , ProbeAddiction.com , or XTC Racing will not be 
held liable for misuse, improper installation , or other related
problems involved with use or installation of product. Instructions are 
included as a reference tool only and Audio XTC Inc. assumes no 
liability for installation damages or costs. We recommend 
professional installation for best results. 
Important notice : Refer to factory service manuals for proper battery 
wiring connections. Make sure Terminals designated as (+) or 
Positive are +12Volts reference. Also make sure that terminals 
designated as (-) or negative are Ov and are true ground points .  
Improper connections of terminals can cause explosi on , fire  
and damage to electronic vehicle components.

Parts Included in Kit:
•1- stinger platinum positive battery terminal
•1- stinger platinum negative battery terminal
•1- stinger 4awg ring terminal
•1- 50” alternator , 31” tranny , 30” intake , 5” battery 
ground wires
•1- 10” fuse box power wire



1) 50 “ Alternator ground wire should be installed on the alternator mount 
bolt (12mm) and ran through the factory wire cover along the front of 
the Valve cover for protection from heat.

Tools Required:
10mm open end wrench or socket
12mm open end wrench or socket
Wire crimpers
5mm allen head wrench
Brain 

Estimated Installation time : 1Hour
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2) Take 30” Intake ground wire and mount to intake manifold 
bolt (12mm) right next to the factory fuel pressure regulator.

3) Take 31” Tranny ground wire and attach to factory 10mm ground bolt 
on tranny. 



4) Replace factory ground with 5” battery ground wire to factory 10mm 
bolt along side of fuse box

5) Replace Factory fuse box wire with 10” power wire by removing 10mm 
fuse box nut
6) Crimp on included 4awg platinum end onto factory positive starter wire.



7) With included zip ties route the alternator , intake and tranny ground 
wires together neatly underneath your aftermarket or factory intake box 
making sure to clear any moving tranny parts (automatic tranny shift 
linkage) and route up to the battery location.

8) Attach the ground wires to the negative terminal. There will be 2 
platinum terminals on each post of the stinger Negative  battery
terminal ( Terminal with a  (-) sign on the head of the terminal) . 
9) Attach the Factory positive start wire and the new Fuse box wire to 
the terminals on the positive stinger battery terminal. (Terminal with a 
(+) sign on the head of the terminal )


